MAIN CHARACTERISTICS

1.6/5.6
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1.6 / 5.6 Series Coaxial connectors

@ Characteristic impedance:
75Q

® Frequency range:
0-1GHz

@ Service voltage at sea level:
<350V

@ Withstand voltage:
=1000V

® VSWR (straight models):
£1.22 from 0.5 to 1 GHz

® Contact resistance:
Center contact: < 6 m&
Outer contact: €2 mQ

® |nsulation resistance:
=10G0

@ [nsertion loss:
<0.8dB

® Mechanical endurance:
500 matings

@ Main materials and surface treatments used (unrestrictive list):

- resilient parts in treated beryllium copper

- other metal parts in brass

- insulators in Teflon

- gold center and outer contacts

- other metallic parts nickel-plated; non-nickel plating
for PCB-solder versions.

Details of the 1.6 / 5.6 Interface

The Amphenol 1.6/5.6 coaxial
connectors are in compliance with the
DIN 41626, DIN 47297, NFC 93569,
NFC 9357-1 and CECC 22230 standards.

With a 75 Q impedance and a low
reflection factor up to 1 GHz, these
connectors are specially suitable for
internal telecommunication equipment
connections, particulary for fixed or
mobile transmissions.

DESCRIPTION

The Amphenol 1.6/5.6 coaxial
connectors are offered in the following
versions:

» Screw coupling or Push-Pull modes
(see Page 2)

* Plugs and jacks for flexible and semi-
rigid cables

s Female receptacles available in Press-
Fit technology (see Page 2)
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